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FEATURES 


¢ Color wheel features 8 colors, including 1 CTB color corrector, and 1 open position 
¢ Gobo wheel has 8 etched positions and 1 replaceable position 

* Variable strobe 

* Electronic circuit design for 100% dimming 
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¢ 32 pre-programmed effects sequences 


¢ Built-in condenser microphone for sound-to-light 
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OPERATION 

+ 170° pan and 110° tilt movement 
* Control Options: DMX-512; LWR protocol esti) 

* Operates on 7 DMX channels co 
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CONSTRUCTION meee 236mm 
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* Power Consumption: 350W; 100V - 240V, 50/60 Hz D/ 


¢ Easy, quick lamp replacement 


¢ High resolution micro-stepping motor control 
for smooth motion at all speeds 


¢ Computer designed optical components 
for maximum light efficiency 


¢ Easy maintenance access 

¢ Break-resistant mirror 

¢ Low noise, high efficiency cooling system 
¢ 3-pin XLR connector 


OPTIONS 


¢ All-tabbed gobo wheel (for use with custom metal gobo patterns) 


MECHANICAL SPECIFICATIONS 
¢ Height: 178mm (7 in.) 

¢ Width: 221mm (8.7 in.) 

* Depth: 650mm (25.5 in.) 

¢ Weight: 10.4kg (22.9 Ibs.) 
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HIGH END SYSTEMS 


HIGH END SYSTEMS, INC. 
2217 West Braker Lane 
Austin, Texas 78758 USA 
sales@highend.com 
wwuw.highend.com 


Austin: 1.512.836.2e242 
Los Angeles: 1.818.947.0550 
New York: |.212.957.6840 
London: 44.20.8579.5665 
Singapore: 65.6742.8266 
Orlando: 1.352.241.8567 
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